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section, the fault shall be isolated by 
performing shield or armor ground re-
sistance measurements on individual 
cable or wire sections. 

(3) Once the fault or faults have been 
isolated, the cable or wire jacket shall 
be repaired in accordance with 
§ 1755.200, RUS Standard for Splicing 
Copper and Fiber Optic Cables or the 

entire cable or wire section may be re-
placed at the request of the borrower. 

[62 FR 23998, May 2, 1997] 

§ 1755.407 Data formats. 

The following suggested formats list-
ed in this section may be used for re-
cording the test data: 



553 

Rural Utilities Service, USDA § 1755.407 



554 

7 CFR Ch. XVII (1–1–12 Edition) § 1755.407 



555 

Rural Utilities Service, USDA § 1755.407 



556 

7 CFR Ch. XVII (1–1–12 Edition) § 1755.407 



557 

Rural Utilities Service, USDA § 1755.407 



558 

7 CFR Ch. XVII (1–1–12 Edition) §§ 1755.408–1755.499 

[62 FR 24000, May 2, 1997] 

§§ 1755.408–1755.499 [Reserved] 

§ 1755.500 RUS standard for service in-
stallations at customers access loca-
tions. 

(a) Sections 1755.501 through 1755.510 
cover service installations at perma-
nent or mobile home customer access 
locations. Sections 1755.501 through 
1755.510 do not cover service installa-
tions at customer access locations as-
sociated with boat yards or marinas. 

(b) Service installations for customer 
access locations in boat yards or mari-
nas shall be performed in accordance 
with Article 800, Communications Cir-
cuits, of the American National Stand-
ards Institute/National Fire Protection 
Association (ANSI/NFPA) 70–1999, Na-
tional Electrical Code ® (NEC ®). The Na-
tional Electrical Code ® and NEC ® are 
registered trademarks of the National 
Fire Protection Association, Inc., 
Quincy, MA 02269. The ANSI/NFPA 70– 
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